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Premium Colour Coated Roofing Sheets Pure TMT Bars
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DOUBLE RIB TRAPEZOIDAL
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INSULATED ROOFING SHEETS

LAYER

MATERIAL SPECIFICATION

PROTECTION Technical Properties Specification
Metal Roof Material PPGL, PPGI, BGL, PPCR, Aluminium
Roofing Sheet Thickness | 0.40, 0.45, 0.47, 0.50, 0.60 (mm)
Insulation Materials XLPE, EPE
Insulation Thickness 3mm to 50mm
Density EPE- 18 to 25 XLPE-27T0 33
" . Emissivity 3% to 5%
100% Zinc-Aluminium —
Reflectivity 95% to 97%
PPGL/PPGI Sheets
Impact 5 to 10 Degree Reduce Inside Temperature
Thermal Insulation Operating Temperature -400c to 1100 C
Noise Reduction 30 to 40 DB
Corrosion Resistance No Visible Sign Of Corrosion
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MACHINE DOWNTAKE PIPE/ELBOW

A rainwater down take pipe is used to direct rainwater away from a building, typically from roof guttering to a
drainage system and its lightweight, cost effective, do not rust, easy to procure install and repair and High Strength
Aesthetically Pleasing
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ACCESSORIES
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Profiled Eave
Gutter
(PEG 815)
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A WIDE RANGE OF COLOURS

Environment
Green

Tomato . .

Red * Capri Blue * Mist Green
Graphite
Grey

Off White Light Blue

Terra Cota * Pepsi Blue
Seco Red * Caulifield
Green

Brick Red Nova Blue

Bright
Green

Turquoise
Blue
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Product Specifications

Thickness (mm) 0.20-12

Width (mm) 600 -1335

Substrate Al - Zn alloy steel

Coil Form Coating Mass (gsm) 70 - 200

Hardness (HRB) 55 - 65 Soft CQ, Above 85 for grade 80
Guard Film - optional (microns) 50 (Customised also)

ASTMA A 755, EN 10169, IS 15965
Aluminium v ]

4
3 Zinc Coating Approved
2
1

Fundamental Product Structure
for Colour-Coated Galvalume

A

A-Cold rolled steel substrate
¥ 1 1-Al-Zn alloy steel

2-Pre-treatment (chromating)

2 3-Primer -

5 4-Topcoat Optimum Temperature All Weather
5+ Backer coat Management Protection

]{W Pragati+ ]{w Silveron+
Colour Coated Sheets Premium Al-Zn Sheets

Liner Marking will appear as:
AP

(where P is location code: V - Vasind, T - Tarapur, K - Kalmeshwar, R - Rajpura, I - Indore)



OTHER PRODUCTS

Crimp Arc GP Coil /Sheets Pipes Poly Carbonate Polycarbonate Wind Driven
(Canopy) Sheets Wall Louvers Roof Ventilator

DECK PROFILE SHEETS

The steel deck profile sheet has a ribbed profile with embossment to interlock with concrete slabs, creating a reinforced
concreteslab that serves dual purpose of permanent form and positive reinforcement.
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Thickness 0.60 mm to 1.80 mm

Flange |

Z PURLIN
width : 120-300mm
flange : 40-80mm

\ 2% _S! CPURLIN )

width : 85-300mm
flange : 30-80mm
lip:10-20mm lip:10-20mm

thikness:1.0-3.0mm thikness:1.5-3.0mm

' material:cold rolled coil, hot \.——/‘ f ;@OD material:cold rolled coil, hot

| rolled coil, galvanized coil rolled coil, galvanized coil
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Width
Adjustable
|
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Width
Adjustable
|
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| Flange
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AUTHORISED DISTRIBUTOR

=
JSW Neosteel

Pure TMT Bars

Product Range and Maximum Weight

“ L sw'{‘ = ﬂg"“‘ = “ N N Tolerance "Maximum Wt/m "Nominal Size Tolerance "Maximum Wt/m
el G Wt/m (kg/m)" (mm)" Wt/m (kg/m)"
NI SWENEGSTEENNNN=550D\N
h o \ W . 8 +0/-7% 0.395 25 +0/-3% 3.85
10 +0/-7% 0.617 28 +0/-3% 4.83
‘HWMMW“‘%“ | 12 +0/-5% 0.888 32 +0/-3% 6.31
16 +0/-5% 1.58 36 +0/-3% 7.99
20 +0/-3% 247 40 +0/-3% 9.86
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